
Profit engine
World-leading TL6 tracked vehicle



Provides global 
customised user 
benefits like no other 
In terrain conditions that would defeat other vehicles, 

the TL6 copes with any task. For users, it also offers 

an unrivalled working environment.

The TL6 is highly valued on a global level and is used 

in many countries with tough climates and tricky 

terrain. Antarctica, the Swedish mountains, the 

narrow streets of Monaco and high in the Caucasus 

mountains are all just some examples. Whether the 

conditions involve extreme cold, high mountains, sand 

or deep snow, the TL6's abilities are outstanding. Add 

to that the unbeatable load capacity and the option 

to customise the truck for any number of diverse 

tasks. The result is a profit engine that saves you time, 

money and worry – which is quite simply a key factor in 

increasing efficiency and profitability in your business.



Extreme load capacity
Almost unstoppable
World-class comfort
Customised to your needs



As gentle as it 
is unstoppable
Manoeuvrability is vital over demanding terrain. TL6 

is an articulated, track-driven vehicle with power to 

all four of its rubber tracks. This gives it excellent 

abilities on all types of solid ground and also in boggy 

areas. Its articulation also makes it easy to navigate 

through dense forests, yet its low level of pressure 

on the ground also means that it leaves no deep 

track marks in sensitive environments. It has a top 

speed of 65 km/h and its range of 500 km enables 

it to head out on longer transportation jobs. An 

optional additional fuel tank increases its range. The 

TL6 is equipped with:

-  a Volvo 7.7 litre straight six cylinder turbo diesel 

engine

-  wide rubber tracks which distribute the vehicle's 

weight over a larger area, enabling it to navigate 

over unstable and soft terrain.

-  uniquely-designed positioning of the rubber tracks, 

allowing the vehicle to cope with steep slopes 

whilst retaining traction.

-  articulation which provides full traction to all four 

tracks and allows for increased manoeuvrability 

and movement over obstacles.



Rough terrain in 
motorway comfort
As the cab of the TL6 is similar to that of a modern 

HGV, it offers the same comfort as if you were 

driving on a motorway. Naturally, air conditioning 

comes as standard. The cab can be designed 

as a Day or Comfort cab for the driver plus two 

passengers, or as a Crewcab for the driver and six 

passengers. The CrewCab version can also have 

stretchers fitted. The cab can also come with a 

current converter for a microwave, computer, 

printer or any other equipment that requires 220 

V. There is also the option of a diesel heater with 

separate controls.

World-leading 
load capacity, 
customised to your 
needs
The rear section on the TL6 can be loaded with up 

to five tons. A fixed flat bed is the simplest solution. 

In combination with a hook loader system, the 

flexibility is increased without the load capacity 

being significantly affected. On hook loader frames, 

the rear section can be fitted with a fixed flat bed, a 

crane, drilling rig, workshop module, tank, personal 

transport or ambulance module, or other solutions 

for demanding transportation jobs. Together with a 

Day cab, a smaller fixed flat bed or a tool module can 

be combined with the front section.
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TL6 Crewcab

Dimensions

mm Inch

A 7 900 311

B 3 100 122

C 620 24.4

D 2 100 82.7

E 2 200 86.6

mm Inch

A 7 900 311

B 3 100 122

C 620 24.4

D 2 100 82.7

E 2 200 86.6



Technical data TL6 Crewcab

 Front car Rear car Total

Weight and payload Weight  
(including driver and fuel)

4,600 kg (10,143 lbs) 2,160 kg (4,762 lbs) 6,760 kg (14,906 lbs)

Payload 900 kg (1,985 lbs) 3,340 kg (7,365 lbs) 4,240 kg (9,349 lbs)

Gross weight 5,500 kg (12,125 lbs) 5,500 kg (12,125 lbs) 11,000 kg (24,250 lbs)

Fuel capacity 245 l (65 US gallons)

Ground pressure, front/rear 18 kPa

Performance Max speed, on roads 
Fording depth

65 km/h (40 mph) 
750 mm, 20° ramp angle (29.5 ins)

Engine Make and type
Power
Torque
Emissions

Volvo D7F260, straight six cylinder
191 kW (260 hp) / 2,100 rpm
1,010 Nm (745 lb.ft) / 1,700 rpm 
Euro 5 (6)

Gearbox Make
Type
Transfer gearbox manufacturer

Allison, ALT 306
Automatic 
BAE Systems Hägglunds

Steering system Type
Turning diameter

Hydrostatic, articulated, damped
14 m (46 ft)

Tracks Type
Width

Moulded rubber with cord
620 mm
4-track drive

Electrical system Voltage
Generator
Batteries

24 V DC
110A
2 x 12 V, 110 Ah

Cab Material Steel

N.B. The vehicles in the photos of this brochure is extra equipped.



PO Box 373, Plastvägen 3
SE-931 24 Skellefteå, Sweden
Phone +46 (0)910-29 07 00

www.stvab.se
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